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	GENERAL
The N-IO system is connected to the field control unit (A2FV50) via an N-ESB bus, optical ESB bus, or ESB bus. 
The N-IO system has the following nodes.
	 N-IO node 
	 Node unit for dual-redundant ESB bus with optical repeater (ANB11D)  
	 Node unit for dual-redundant ESB bus (ANB10D) 
	 N-IO field enclosure
An N-IO node consists of a node interface unit (A2NN30D) and N-IO I/O unit (system model (*1): A2ZN3D, 
A2ZN4DC, and A2ZN5DC). A node unit for dual-redundant ESB bus with optical repeater (ANB11D) and node unit 
for dual-redundant ESB bus (ANB10D) each consist of a power supply module, bus interface module, and base unit 
to which they are mounted, and only communication modules can be mounted. 
Each node can be connected in a chain or star topology depending on the N-ESB bus, optical ESB bus, or ESB 
bus configuration.The following shows a system configuration example.  
N-IO field enclosure is the remote enclosure equipped with N-IO. For details, refer to the GS "N-IO field enclosure" 
(GS 33J62R10-01EN).

*1:	 System model names A2ZN3D, A2ZN4DC, and A2ZN5DC are the regulatory compliance acquisition unit model name. For 
details, refer to the GS “Base plates (for N-IO)” (GS 33J62F40-01EN).
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Figure  N-IO system configuration example
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	N-ESB bus, optical ESB bus, and ESB bus
Application
An N-ESB bus, optical ESB bus, or ESB bus is an input/output communication bus that connects the field control 
unit (hereinafter FCU) (A2FV50) with N-IO nodes, node units for dual-redundant ESB bus with optical repeater 
(ANB11D), and node units for dual-redundant ESB bus (ANB10D).

Connection specifications
Connection devices: 

FCU (A2FV50), N-IO node, node unit for dual-redundant ESB bus with optical repeater (ANB11D), node unit for 
dual-redundant ESB bus (ANB10D), and unit for optical ESB bus repeater modules (ANT10U).

N-ESB bus connection:
	 To connect N-IO nodes to FCU, mount N-ESB bus coupler modules (A2EN402 or A2EN404) to FCU. Up to 4 pairs 

of N-ESB bus coupler modules (up to 8 modules) can be mounted to FCS. When mounting 4 pairs of A2EN402 or 
A2EN404, up to 8 or 16 lines can be connected using a dual-redundant star connection via an N-ESB bus. Dual- 
redundant chain connection allows up to 16 nodes per line to be connected.

Optical ESB bus connection:
	 To connect N-IO nodes and node units for dual-redundant ESB bus with optical repeater (ANB11D) to FCU via 

an optical ESB bus, mount the ESB bus coupler module (EC401 or EC402) to slots IO7 and IO8 of FCU and then 
connect the nodes and node units via optical ESB bus repeater module (ANT41-E, -F). Connection of a unit 
for optical ESB bus repeater modules (ANT10U) allows for star connection. Furthermore, only use of an optical ESB 
bus via ESB Bus Coupler Module (EC401 or EC402) allows for connecting node units for dual-redundant ESB bus 
with optical repeater (ANB11D) beyond the N-IO node.

ESB Bus Connection:
	 To connect node units for dual-redundant ESB bus (ANB10D) to FCU, mount the ESB bus coupler module (EC401 

or EC402) to slots IO7 and IO8 of FCU. EC401 and EC402 allow for star connection of 1 and up to 2 lines, 
respectively, via ESB bus. Chain connection allows up to 8 units per line to be connected.

N-ESB bus, optical ESB bus and ESB bus are always configured in dual-redundancy. A single configuration is not 
supported.
Combination of star and chain connection via N-ESB bus, optical ESB bus, and ESB bus allows for up to 32 N-IO 
nodes or up to 8 nodes unit for dual-redundant ESB bus and/or nodes unit for dual-redundant ESB bus with optical 
repeater (ANB11D) to be connected. The unit for optical ESB bus repeater module (ANT10U) is not included in 
the number of connected units. For details on the maximum number of modules that can be mounted per FCU 
(A2FV50), refer to “VP6F1800 control function for field control station (for A2FV50)” (GS 33J15C15-01EN), 
and for details on the number of I/Os limited by the software license, refer to “VP6F3100 Project I/O License” (GS 
33J15A10-01EN).

Communication specifications
Table  Network and transmission path specifications for I/O communication buses  

that allow for connection to A2FV50

N-ESB bus Optical ESB bus ESB bus

Connection unit N-IO node N-IO node

Node unit for dual- 
redundant ESB bus 
with optical repeater 

(ANB11D)

Node unit for dual-redundant
ESB bus (ANB10D)

Maximum number 
of devices to be 

connected
/FCU

Star connections:  Up to 16 lines
Chain connections: Up to16 rows 

(*1)

Star connections:  Up to 16 lines
Chain connections: Up to 2 rows (*1)

Star connections:  Up to 2 lines
Chain connections: Up to 8 rows

Up to 32 nodes Up to 8 nodes
Transmission path 

redundancy Only dual-redundancy Only 
dual-redundancy

Only 
dual-redundancy Only dual-redundancy

Transmission 
speed 100 Mbps 192 Mbps 192 Mbps 128 Mbps

Transmission 
cable UTP straight cable Optical fiber cable Optical fiber cable Dedicated cable (YCB301)

Transmission 
distance Up to 100 m (*2) Up to 50 km (*3) Up to 50 km (*3) Up to 10 m (*4)

*1:	 Up to 16 layers of chain connection is available when the N-ESB bus and optical ESB bus are used in combination. 
*2:	 Maximum 100 m for 2 ports of A2EN402 and 4 ports of A2EN404. 
*3:	 The distance can be extended to up to 50 km using optical ESB bus repeater modules.
*4:	 The distance is up to 10 m for EC401 and up to 10 m both on the upper side and lower side for EC402.
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Cable specifications
UTP straight cable:

Connector: RJ45 connector (ISO/IEC8877 compliant)
Recommended cable: CAT5e (enhanced category 5) or better (ANSI standard TIA/EIA-568-B compliant)

Optical fiber cable:

Optical fiber specifications
Optical connector type LC (compliant with IEC61754-20)

Max. permissible
optical loss

5km 0 to 10 dB@1.3 μm

5-50km 3 to 16 dB at 1.55 μm (*1)

Optical fiber

Type Quartz single-mode optical fiber (*2)

Required 
number of cores 2

Max. length 50 km

*1: 	 When the optical attenuation in the following connections is less than 3 dB, use an attenuator to reduce the attenuation by 3 
dB:

		  Between ANT411-E and A2NN30D-2
		  Between ANT411-F and A2NN30D-2
		  Between A2NN30D-2 and A2NN30D-2 
		  Between A2NN30D-2 and ANT512-E
		  Between A2NN30D-2 and ANT512-F
*2: 	 JIS C 6835 SSMA -9.3/125 or IEC 60793-2-50 B1.1 type
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	Communication module and bus interface module
The following communication module models are available. They can be mounted to the field control unit and node 
unit, and the environment-proof support (temperature environment support, G3 support) option can be specified.

Table  Communication module models and support for mounting to node units

Model Name A2FV50 ANB11D
ANB10D ANT10U

Availability
for 

dual-redundant
configuration

Temperature 
environment 

support
G3 

support

ALR111 Serial communication module 
(RS-232C, 2-port, for N-IO/FIO) X X — X (*1) — X

ALR121 Serial communication module 
(RS-422/RS-485, 2-port, for N-IO/FIO) X X — X (*1) X X

ALE111 Ethernet communication module 
(for N-IO/FIO) X X — X (*2) X X

ALF111 Foundation fieldbus communication 
module (for N-IO/FIO) X X — X — X

ALP121 PROFIBUS-DP communication 
module (for N-IO/FIO) X X — X — X

X: Mountable 	 —: Not mountable
*1:  	 Dual-redundant communication is applicable according to communication function. For details, refer to the GS “Serial 

communication modules (for N-IO/FIO)” (GS 33J60G10-01EN).
*2: 	 Dual-redundant communication is applicable according to communication function. For details, refer to the GS “Ethernet 

communication module (for N-IO/FIO)” (GS 33J60G11-01EN).

The following bus interface module models are available. They can be mounted only in a dual-redundant configuration 
to the field control unit, node unit, and unit for optical ESB bus repeater module. The environment-proof support 
(temperature environment support, G3 support) option can be specified.

Table  Bus Interface module models and support for mounting to node units

Model Name A2FV50 ANB11D
ANB10D ANT10U

Availability
for 

dual-redundant
configuration

Temperature 
environment 

support
G3 

support

EC401 ESB bus coupler module
(for N-IO/FIO, 1-port) X — — X (*1) — X

EC402 ESB bus coupler module
(for N-IO/FIO, 2-port) X — — X (*1) — X

A2EN402 N-ESB bus coupler module
(for N-IO, 2-port) X — — X (*1) — X

A2EN404 N-ESB bus coupler module
(for N-IO, 4-port) X — — X (*1) — X

ANT401-E, 
-F

Optical ESB bus repeater
master module for 5 km X X X X (*1) X (*2) X (*2)

ANT502-E, 
-F

Optical ESB bus repeater slave
module for 5 km — X (*3) X X (*1) X (*2) X (*2)

ANT411-E, 
-F

Optical ESB bus repeater
master module for 5 km to 50 km X X X X (*1) X (*2) X (*2)

ANT512-E, 
-F

Optical ESB bus repeater slave
module for 5 km to 50 km — X (*3) X X (*1) X (*2) X (*2)

X: Mountable 	 —: Not mountable
*1: 	 Dual-redundant configuration only
*2: 	 The environment-proof support (temperature environment support, G3 support) option can be specified only for ANT41-

F and ANT51-F.
*3: 	 ANT502 or ANT512 is mounted to ANB11D as standard.
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	Power consumption

Table  Power consumption of I/O module

Model Name 24 V DC system power supply (*1)
Max. current consumption (mA)

A2MMM843 Analog digital I/O module (16-channel, isolated) 700

A2MDV843 Digital I/O module (16-channel, isolated) 700

*1: 	 System power supply means a power supply that draws power from the Node Interface Unit (A2NN30D).

Table  Power consumption of I/O adaptors

Model Name
Max. current consumption (mA)

24 V DC system 
power supply (*1)

5 V DC internal 
power supply (*2)

A2SAM105 Current input/voltage input adaptor 42 10

A2SAM505 Current output/voltage output adaptor 38 10

A2SAT105 mV/TC/RTD input adaptor 12 10

A2SAP105 Pulse input signal adaptor (0 to 10kHz) 50 (*3) 10

A2SDV105 Digital input adaptor (24 V DC voltage input, dry contact input) — 14

A2SDV505 Digital output adaptor (24 V DC, current source: 0.5 A) — 18

A2SDV506 Relay output adaptor (24 V DC, dry contact output: 0.5 A) — 8

A2SMX801 Pass-through I/O signal adaptor (Pass-through I/O signal) — —

A2SMX802 Pass-through I/O signal adaptor (with field power output) — —

*1:	 System power supply means a power supply that draws power from the node interface unit (A2NN30D).
*2:	 Internal power supply means a power supply that draws power from I/O module.
	 The current consumption is included in that of I/O module.
*3:	 When A2EXR001 is used in combination with A2SAP105, the power consumption of A2EXR001 is included in A2SAP105.

Table  Current consumption of bus Interface modules and communication modules

Model Name
Max. current 
consumption
5 V DC (mA)

— Bus interface module

EC401 ESB bus coupler module (for N-IO/FIO, 1-port) 500

EC402 ESB bus coupler module (for N-IO/FIO, 2-port) 500

A2EN402 N-ESB bus coupler module (for N-IO, 2-port) 500

A2EN404 N-ESB bus coupler module (for N-IO, 4-port) 500

ANT401 -E, -F Optical ESB bus repeater master module for 5 km 500

ANT502 -E, -F Optical ESB bus repeater slave module for 5 km 500

ANT411 -E, -F Optical ESB bus repeater master module for 5 km to 50 km 500

ANT512 -E, -F Optical ESB bus repeater slave module for 5 km to 50 km 500

— Communication module

ALR111 Serial communication module (RS-232C, 2-port, for N-IO/FIO) 500

ALR121 Serial communication module (RS-422/RS-485, 2-port, for N-IO/FIO) 500

ALE111 Ethernet communication module (for N-IO/FIO) 500

ALF111 Foundation fieldbus communication module (for N-IO/FIO) 500

ALP121 PROFIBUS-DP communication module (for N-IO/FIO) 700
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	Mounting restrictions by application capacity limitations
Basic control functions (VP6F1800)

Number of N-IO nodes Up to 32 nodes per FCU

Number of N-IO I/O units Up to 108 units per FCU

Total number of ANB11D/ANB10D units Up to 8 units per FCU

Total number of ALR111/ALR121/ALE111/ALP121 modules Up to 32 modules (16 pairs in dual-redundant configuration) per 
FCU

Total number of ALF111 modules Up to 64 modules (32 pairs in dual-redundant configuration) per 
FCU

Total number of communication modules to be mounted (*1) Up to 64 modules (*1) per FCU

Note:	 As for the number of N-IO I/O node units and N-IO I/O units constituting the N-IO field enclosure, Refer to the GS "N-IO field 
enclosure" (GS 33J62R10-01EN).

*1:	 This is the total number of ALR111, ALR121, ALE111, ALF111, and ALP121 modules.

For details, refer to the GS “VP6F1800 control function for field control station (for A2FV50)” (GS 33J15C15-01EN) 
and the GS “VP6F3100 project I/O license” (GS 33J15A10-01EN).

	Limitations of installation under the ambient operating temperature conditions
When a communication module ALR121 or ALE111 is mounted to ANB11D or ANB10D (temperature environment 
support (-20 to 70 ˚C) option) in the ambient temperature condition of 60 to 70°C, observe the following restrictions. 
ANT10U can be used at temperature from 60 to 70°C without any additional restrictions in the same way as at 
temperature from -20 to 50°C.
•	The maximum number of communication modules to be mounted shall be 4 modules per node.
•	At least one slot shall be left unused between the bus interface modules (SB401, ANT401-E, -F or ANT52-E, 

-F) and communication modules (ALR121 or ALE111).
•	At least one slot shall be left unused between communication modules. At least two slots shall be unused between 

dual-redundant pairs of modules.
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l	Restrictions for mounting communication module and bus interface module
To mount communication modules in dual-redundant configuration, mount them at the slot positions named IO1- 
IO2, IO3-IO4, IO5-IO6, and IO7-IO8 in the figure below. The bus interface module supports the dual-redundant 
configuration only. Be sure to mount a pair of modules (in dual-module configuration).

IO1

ALR111、ALR121、ALE111、ALF111、
ALP121、ANT41、A2EN40 
or EC40（*1） CP461

or
CP471

(*2)

CP461
or

CP471
(*2)

PW481
or

PW482
or

PW484

PW481
or

PW482
or

PW484

IO2 IO3 IO4 IO5 IO6 IO7 IO8 C1 C2 P1 P2

F07.ai

Slot
name

*1:	 Mount EC40 to slots I07 and I08.
*2:	 A dual-redundant configuration is enabled by using 2 identical modules with same model code (CP461 or CP471).
 

Figure  Field control unit (for N-IO)
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Figure  Unit (ANT10U)

l	Protection of unused slots
Be sure to attach the dummy cover to any unused slot to which a module is not mounted.

Dummy cover model
I/O module (for N-IO) A2DCV01

Bus interface module 
Communication module ADCV01

I/O adaptor (for N-IO) A2SMX801 (*1)
*1: 	 Mount a pass-through I/O signal adaptor (A2SMX801) to the unused slot of the I/O adaptor.

l	Remarks when removing the through adaptor (A2SMX801)
When removing a I/O adaptor other than the through adaptor (A2SMX801) during system operation, the value at 
the time of removal is held. However, A2SMX801 cannot hold the value at the time of removal when the digital input 
function of I/O module is used, because the A2SMX801 functions as a disconnecting terminal.
Upon removal of the A2SMX801, a system alarm (No. 0495/0496) occurs and the operation state of the channel is 
displayed as same as the other I/O adaptors. 


